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Ecodcan” IMd

Inuvio’s EcoScan® iMd (DocuCap AM481) Mobile ADF (Auto-
matic Document Feeder) document, card and receipt scanner
provides commercial quality and reliability in the smallest foot-
print possible. The iAd can scan medical and ID cards, forms,
passports, checks, documents, and almost any other type of
hard copy media up to 8.5” x 65”. It can easily hold up to 20
sheets and process 20 pages per minute and the resulting image
is a clear 600dpi resolution.

Inuvio’s ScanSharp® software is designed to work well with all
our hardware offerings and can deliver images in your choice of
formats such as PDF, JPG, BMP, GIF and more. Applications vary
from healthcare such as doctors, dentists, vision, pharmacies,
and labs to financial such as banks, mortgage, insurance, ship-
ping, and automotive to security such as law enforcement / gov-
ernment, education, transportation, entertainment, and staffing
to small office / home office, tax receipts, and beyond.

BENEFITS

) EFFICIENT - Offers dual-sided scanning of any document (up
to 8.5"x 65") such as medical and ID cards, receipts, checks,
passports, and forms of all types.

) ACCURATE - Scans up to 600dpi for clear and accurate im-
ages in your choice of formats including PDF, JPG, BMP, GIF
and many more.

) SMALL - Perfect for any size workspace, like medical admis-
sions, security registration, retail POS counters, and small of-
fices / home offices.

» COMPATIBLE - Industry standard TWAIN driver that works
with thousands of applications and Inuvio’s basic ScanSharp®
imaging software are included.

» WARRANTY - Inuvio's Industry-Leading 24-Month Limited
Warranty.
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HARDWARE SOLUTIONS

Modes — 48-Bit Internal Color, Outputs 24-Bit True Color,
8-Bit Grayscale & 1-Bit B&W

Speed - 20 Pages per Minute / 3 Seconds per Single-Sided

Page**

Area — A4, Maximum 8.5” x 65" (216mm x 1651mm)
Media Thickness — Up to Tmm

Interface — High Speed USB 2.0 Plus External Power
Optical Resolution — Up to 600dpi

TWAIN Compliant

Dimensions (LxWxH) — 11.29" x 4.33" x 2.71" (287mm x
110mm x 69mm)

Weight - 2.64 Ibs (1.2 kg)

Image Sensor — Contact Image Sensor (CIS)
Paper Sensor — Mechanical

Cable Length — 5’ (1.5m) Detachable USB Cable
Safety Standards — FCC Class B, CE
Environmental Requirement — RoHS, WEEE
Maximum Capacity — 20 Sheets

*Typical driver’s license thickness is 0.82mm, insurance cards 0.65mm, and credit card
1.18mm. **Speed will vary based on settings and material.
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HOW T BUY

Visit www.inuvio.com
Call 800.291.1471
Email sales@inuvio.com

Product Info
Part Number: ECSC-iMd
MSRP: $399

Inuvio, Inc.
1100 Jupiter Road, Ste 170
Plano, TX 75074
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